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CASSETTE IGNIFUGHE 

Per il Trasporto di 
Documenti Cartacei o 
Supporti Magnetici

To Transport 
Paper Documents or 
Magnetic Medium

FIRE PROOF BOXESTECHNOFIRE “2000”

• Cassette ignifughe trasportabili  per la protezione 
dei documenti cartacei (art. 2011-2017-2037) e 
supporti magnetici (art. 2040 D).

• Protezione al fuoco: 30 min. (60 min. art. 2040 D).
• Completamente realizzata in resina speciale a 

doppio corpo. L’intercapedine è in materiale 
refrattario denominato Insulite™, che garantisce 
un’ottimale resistenza al fuoco.

• Test UL 30 min. per art. 2011-2017- 2037 con 
temperatura esterna di 843°C, interna di 175°C, 
quindi al di sotto dei 232,7°C, temperatura di 
auto combustione della carta.

• Test UL 60 min. per art. 2040 D con temperatura 
esterna di 843°C, interna di 51,6°C, per la 
protezione dei supporti magnetici. Guarnizione 
isolante da fumo, gas e acqua.

• Chiusura a chiave e, per art. 2011 e 2017, 
impugnatura metallica per il trasporto.

• Gancio di sicurezza (per catena, piombi, ecc.) per 
l’art. 2040 D.

 Capacità interna art. 2040 D:

• 100 floppy disk da 3”1/2 o

• 100 floppy disk da 5”1/4 o

• 54 cassette digitali da 4 mm o

• 30 cassette digitali da 8 mm o

• 76 cassette digitali da 3”1/2 o

• 20 CD con custodia

   2011 155 354 283 94 288 180 6,9 4,9
   2017 146 410 324 74 336 218 8,5 5,4
   2037 330 410 324 260 309 218 17 17,5
   2040 D** 330 410 324 146 212 127 29,5 4

 Alt/H Larg/W Prof/D Alt/H Larg/W Prof/D Kg Lt

Misure interne mm.Misure esterne mm.Art Peso Litri

Internal dim. mm.External dim. mm.Code Weight Volume

2011
per piccoli formati
for small sheets

2037
per raccoglitori sospesi
for hanging binders

2017
per formati A4
for A4 format

2040 D
per supporti magnetici
for data protection

Carrellino con ruote in dotazione per 
rendere più agevole lo spostamento

Carriage with wheels for easy transport

• Transportable fire box for paper (art. 2011-2017-
2037) and magnetic medium (art. 2040 D).

• Protection from fire: 30 minutes (60 minutes art. 
2040 D)

• Hermetic seal Insulite™ to guarantee optimal fire 
resistance.

• 30 min fire resistance for the art. 2011-2017-
2037 at an external temperature of 840° C, an 
internal one of 175° C, therefore below 232,7° C,                           
combustion temperature of the paper.

• 60 min fire resistance for the art. 2040 D at an exter-
nal temperature of 840° C, an internal one of 51,6° 
C for the protection of data. Gaskets that insulates 
from smoke, gas and water.

• Cylinder lock. For art.2011 and 2017 handle for 
easy transportation.

• For mod. 2040D security heel for chain, leads, etc.
 

 Inner capacity of art. 2040 D:

• 100 floppy disk 3” ½ or

• 100 floppy disk 5” ¼ or

• 54 digital cassettes 4mm or

• 30 digital cassettes 8mm or

• 76 digital cassettes 3” ½ or

• 20 CD with case.**  Protezione supporti magnetici / Data protection

serie

121


